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PRODUCT HANDLING SOLUTIONS

SEMI-AUTOMATIC BATCH COUNTING SOLUTIONS 2°°°T+y;:duct

BT Systems are an optimal entry-level solution for automating your counting process. These semi-

automated offline systems eliminate the need for hand counting, scale weighing, and spearing. Stacks are ST
neatly fed into the BT Batching Tray for manual removal and come standard with a trigger assemble to Sheets
automate the next batch cycle. Great for use near banders, wrappers, strappers, padders, cartoners and Magazines
more. Batching trays are available on all Superior-PHS feeder models.
Folded Docs
These tabletop and roll-around systems can be used throughout your production, packaging, and ful-
Greeting Cards

fillment areas to prepare stacks for your finishing process. Below are the two most popular.
Holiday Cards

The XM-1200BT is a powerful workhorse built for 24/7 production , - , Leaflets
environments. The XM-1200 is a high-performing batch count feeder that E Chipboard
comes standard with Electro-Mechanical Double Detect, Rotating Gate, ’-oc-'

A
and Vacuum Assist to feed the widest range of materials including glossy 3 Coffee Bags
material, paper sheets, tri-fold and z-fold, and so much more. p ? Poly Bags
Product Sizes: 3” W x 5” L up to 12” W x 12” L (larger and smaller op- Invitations

tions available)
Photo Paper
Product Thickness: .003” - .750”

Craft Paper
Accumulation Thickness: up to 3”
Calendars
Belt Speed: up to 350 ft./min.
Brochures
Batch Sets: up to 99,999 pcs X
Die Cuts

Blister Cards

The XM-12BT is a powerful workhorse built for 24/7 production environ- Tri-Folds
ments. The XM-12 is a high-performing, servo driven batch count feeder el
that comes standard with Electro-Mechanical Double Detect, Rotating Gate,
and Vacuum Assist to feed the widest range of materials including glossy

material, paper sheets, tri-fold and z-fold, and so much more.

Collapsed Cartons

Plastic Cards
Product Sizes: 3” W x 5” L up to 12” W x 12” L (larger and smaller options Envelopes
available)
Booklets
Product Thickness: .003” - .750”
Direct Mail

Accumulation Thickness: up to 3”

Wood Samples
Belt Speed: up to 450 ft./min.

Metal Samples
Batch Sets: up to 99,999 pcs
& more
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